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(12) For the Fokker F–28 Mark 1000, 
2000, 3000, and 4000, the flight cycle im-
plementation time is 60,000 flights. 

(b) After December 16, 2008, no person 
may operate a turbine-powered trans-
port category airplane with a type cer-
tificate issued after January 1, 1958 and 
either a maximum type certificated 
passenger capacity of 30 or more, or a 
maximum type certificated payload ca-
pacity of 7,500 pounds or more, unless 
instructions for maintenance and in-
spection of the fuel tank system are in-
corporated into its inspection program. 
These instructions must address the 
actual configuration of the fuel tank 
systems of each affected airplane, and 
must be approved by the FAA Aircraft 
Certification Office (ACO), or office of 
the Transport Airplane Directorate, 
having cognizance over the type cer-
tificate for the affected airplane. Oper-
ators must submit their request 
through the cognizant Flight Stand-
ards District Office, who may add com-
ments and then send it to the manager 
of the appropriate office. Thereafter, 
the approved instructions can be re-
vised only with the approval of the 
FAA Aircraft Certification Office 
(ACO), or office of the Transport Air-
plane Directorate, having cognizance 
over the type certificate for the af-
fected airplane. Operators must submit 
their request for revisions through the 
cognizant Flight Standards District Of-
fice, who may add comments and then 
send it to the manager of the appro-
priate office. 

[Doc. No. 29104, 65 FR 24125, Apr. 25, 2000; 65 
FR 35703, June 5, 2000; 65 FR 50744, Aug. 21, 
2000, as amended by Amdt. 91–266, 66 FR 
23130, May 7, 2001; Amdt. 91–277, 67 FR 72834, 
Dec. 9, 2002; Amdt. 91–283, 69 FR 45941, July 
30, 2004] 

§ 91.411 Altimeter system and altitude 
reporting equipment tests and in-
spections. 

(a) No person may operate an air-
plane, or helicopter, in controlled air-
space under IFR unless— 

(1) Within the preceding 24 calendar 
months, each static pressure system, 
each altimeter instrument, and each 
automatic pressure altitude reporting 
system has been tested and inspected 
and found to comply with appendix E 
of part 43 of this chapter; 

(2) Except for the use of system drain 
and alternate static pressure valves, 
following any opening and closing of 
the static pressure system, that system 
has been tested and inspected and 
found to comply with paragraph (a), 
appendices E and F, of part 43 of this 
chapter; and 

(3) Following installation or mainte-
nance on the automatic pressure alti-
tude reporting system of the ATC 
transponder where data correspondence 
error could be introduced, the inte-
grated system has been tested, in-
spected, and found to comply with 
paragraph (c), appendix E, of part 43 of 
this chapter. 

(b) The tests required by paragraph 
(a) of this section must be conducted 
by— 

(1) The manufacturer of the airplane, 
or helicopter, on which the tests and 
inspections are to be performed; 

(2) A certificated repair station prop-
erly equipped to perform those func-
tions and holding— 

(i) An instrument rating, Class I; 
(ii) A limited instrument rating ap-

propriate to the make and model of ap-
pliance to be tested; 

(iii) A limited rating appropriate to 
the test to be performed; 

(iv) An airframe rating appropriate 
to the airplane, or helicopter, to be 
tested; or 

(3) A certificated mechanic with an 
airframe rating (static pressure system 
tests and inspections only). 

(c) Altimeter and altitude reporting 
equipment approved under Technical 
Standard Orders are considered to be 
tested and inspected as of the date of 
their manufacture. 

(d) No person may operate an air-
plane, or helicopter, in controlled air-
space under IFR at an altitude above 
the maximum altitude at which all al-
timeters and the automatic altitude re-
porting system of that airplane, or hel-
icopter, have been tested. 

[Docket No. 18334, 54 FR 34308, Aug. 18, 1989, 
as amended by Amdt. 91–269, 66 FR 41116, 
Aug. 6, 2001] 

§ 91.413 ATC transponder tests and in-
spections. 

(a) No persons may use an ATC trans-
ponder that is specified in 91.215(a), 
121.345(c), or § 135.143(c) of this chapter 
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